
Automatic hood Metos WD-
7 Duplus Glass

The automatic hood function is activated using a push button
on the control panel.

 



Automatic hood Metos WD-7 Duplus Glass

Product capacity a. 50 racks/hour

Inside measures mm 605x506x505

Item width mm 660/770

Item depth mm 657/720

Item height mm 1540/2080±25

Package volume 0

Unit of volume m3

Package volume 0 m3

Package length 0

Package width 0

Package height 0

Package dimensions (LxWxH) 0x0x0

Net weight 0.2

Net weight 0.2 kg

Gross weight 0.2

Package weight 0.2 kg

Unit of weight kg

Connection power kW 10.1

Fuse Size A 16

Number of phases 3N

Protection rating (IP) 45

Hot water diam. 1/2"

Hot water flow l/min 5

Hot water conn. height mm 232

Drain diameter 50

Drain flow l/s 3

Drain conn. height mm 215

Floor drain needed Yes

Sound level dB 63



Automatic hood Metos WD-7 Duplus Glass

Heat load sensitive W 1200

Heat load latent W 500

Boiler power kW 9

Power type electric

Operation type electronical

Cleaning washing program

Washing basket size mm 500x500

Programmability ready programs;programmable

Amount of programs 3

Insulation insulated

Method of washing normal wash;glass wash

Drain pump No

Automatic hood lift Yes


