
Washer machine Metos
WD-12S PPE for equipment

The Metos WD-12S PPE, Personal Protective Equipment,
Combi Washer is easily modified to wash entire diving
equipment or individual items. The spacious washing area of
the machine and its adjustable washing pressure facilitate
versatile use of the appliance for cleaning the equipment of
various emergency stations, water and sewage facilities, and
mines. Thanks to the separate filling and emptying counters,
working motion always occurs at an ergonomic height, while the
need for lifting and carrying is minimised. 

- Insulated design with automatic hood 
- Quick adjustment of water pressure between heavily soiled
equipment and smaller PPE-details 
- Three programmes, adjustable up to 25 minutes with 2
intermediate rinses and 1 final rinse 
- Back flow protection according to EN 1717 
- Break tank including booster pump 
- Cable for electrical connection L = 3m 

Equipped with: 
- Plastic basket 
- 8-compartment basket 
- Stainless steel basket 
- Foldable metal shelf (internal) 
- Drying agent injector 

Options: 
- Autostart 
- Drain pump 
- Stainless couplings in the final rinse (always with RO-unit) 
- Operating panel left side 
- Detergent pump for liquid detergent 
- Extra stainless steel basket
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Item width mm 1295

Item depth mm 815

Item height mm 1694/2355

Package volume 1.994

Unit of volume m3

Package volume 1.994 m3

Package length 134

Package width 86

Package height 173

Package unit of dimension cm

Package dimensions (LxWxH) 134x86x173 cm

Net weight 260

Net weight 260 kg

Gross weight 280

Package weight 280 kg

Unit of weight kg

Connection power kW 15

Fuse Size A 32

Connection voltage V 400

Number of phases 3NPE

Protection rating (IP) 44

Type of electrical connection Semifixed

Electrical conn. height mm 440

Hot water diam. R1/2"

Hot water flow l/min 10

Hot water min pressure kPa 20

Drain diameter 50

Drain flow l/s 3

Drain conn. height mm 109
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Sound level dB 64

Operation type electronical

Programmability programmable

Amount of programs 3

Insulation insulated


